APCO "HEAVY DUTY" NOS. 143C, 145C, 149C,
OR APPROVED EQUAL AIR & VACUUM VALVE
ENCLOSED IN 16” HOUSING PER DETAIL BELOW.

MEULLER OROSEAL VALVE
OR APFROVED EQUAL.

4

24" MIN. \
Sﬁ SEE NOTE 4 BELOW !
@ [ SIDEWALK OR

PARKING STRIP

30"X 30"X 4"

CURB & GUTTER A
STREET SURFACE —\

TYPE "K” SOFT DRAWN COPPER
TUBING OR POLYETHYLENE

,/ CTS SDR-9 3408
-

42" MIN

| |
1 |
T T
1T

OR APPROVED EQUAL.

ALL COPPER FITTINGS SHALL BE FLARE-TYPE.
ON POLYETHYLENE PIPE, USE COMPRESSION
JOINTS WITH STAINLESS STEEL INSERT.

DOUBLE STRAP BRONZE OR DUCTILE [
IRON SERVICE SADDLE. JONES J—979

N !

2" CORPORATION STOP

WATER MAIN

35

16” DIA STEEL PIPE HOUSING WELDED AT TOP
/AND ANCHORED AT BOTTOM TO CONCRETE PAD.

3 ANGLE IRON BRACKETS SPACED EQUALLY
WELD TO 16" STEEL PIPE. ALLOW 1" CLEAR
BETWEEN PIPE AND PAD.

N S5 <7

1" SAND FILL AROUND PIPE

CONCRETE PAD

NOTES :

1.
2.
3.

ALL COPPER TUBING CONNECTIONS SHALL BE MADE WITH SILVER SOLDER.
PVC SCHEDULE 40 PIPE MAY BE SUBSTITUTED FOR COPPER PIPE.

METAL HOUSING SHALL BE PRIMED AND PAINTED WITH A LIGHT GREEN, TAN
OR GRAY EXTERIOR ENAMEL FINISH.

. VALVE ASSEMBLY AND METAL HOUSING SHALL BE LOCATED IN MEDIAN ISLANDS,

LANDSCAPE AREAS OR OUTSIDE OF SIDEWALK AREA WHERE POSSIBLE.

VARIES — SEE NOTE 4 BELOW
v

TACK WELD NUT INSIDE
STEEL HOUSING
7]

1/2" SS BOLT

I’ 1/2"X 6" J—-BOLT

ANCHOR DETAIL AND
ALTERNATE CLIP CONNECTION

PROVIDE 4’ MIN. SIDEWALK CLEARANCE
ADJACENT TO AIR—VAC DEVICE FOR ADA
ACCESSIBILTY REQUIREMENTS.

AUTOMATIC AIR RELEASE
AND VACUUM VALVE

CITY OF FRESNO

W—15
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